WingScan-B

Real-T ime LiDAR for Rapid, Accurate

*ﬁx‘ kg

iume Measurement

b N

\

\eCon:

=i
""--s_

Panel Powers 1-4 Scanning Stations 2D Graph & 3D Interactive Views
All Stainless & Aluminum Fabrication E Error & Event LOG
Laser Class 1 (Eye Safe) ® Density Yields Mass Conversion

One-Touch Calibration S=eg Configurable UNITS of Measure

Speed Encoder Options "@ LED SYSTEM Display Diagnostics

Remote Support via Internet Connection PLC Integration Options
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Configurable Operation Screen View

Interactive 3D Conveyor View

Web Portal Dashboard for Production Monitoring

Smartphone/Tablet WebGUI Application

Connect securely to WingScan from your
smartphone or tablet over Wi-Fi. Perform
updates and status checks anywhere—no
need to return to the control panel.

Web Portal For information Management

A web portal management system is available
to view and check the status of all WingScan
belt units with live updates.

Control Panel Components

>
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S.S. Enclosure w/ Window Kit Protection, IP66 Rating
120 Vac Supply Power

Plug & Play Factory Molded Cables With
Quick Circular Connectors

SIMATIC IPC BX-39A Microbox PC Windows 11 LTSB, Intel
Xeon W-11555MLE; 16 GB Ram; M.2 SSD 256 GB

Siemens SITOP 24 VDC Power Supply

Siemens SITOP UPS (Maintenance Free Capacitor, No
Batteries

Siemens IFP1200 Touchscreen Monitor

Wi-Fi Industrial-Grade 4G LTE Router 802.11b/g/n

Scanner Assembly

>
>
>

S.S. J-Box Standard M12 Industrial Quick Connectors
Class 1 2D LiDAR Scanner, IP 67 Enclosure Rating
S.S. Powder Coated Protective Scanner Guard

Conveyor Mounting Assembly

>

>

Mounting system w/ 2” Anodized Aluminum Tube
Frame and S.S. Support Brackets

Standard Conveyor Mounting for 24” to 60” Width. Custom
options are also available.

Multiple Belt Speed Speed Capture Options (Wheel/Shaft
Encover, or Direct Input)

Scanner Assembly Technical Data

Measurement Range 26m(max 80m /100%
remission
Min. I\éllesi:z;eement 1m
Measuring Frequency 25 / 100Hz
Angle Step (Scanner) 0.1167 -1°
Scan Range 190 °
Beam Divergence 4. 7mrad
Wavelength Laser infrared (905nm)
Laser Class Class 1 Eye Safe
Power 24V DC
Interface Laser Ethernet 100 Mbits/s
Weight ca3.7K
Temperature Range -30 - +50 °C
Protection Category IEC IP 67

Learn More
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